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Doy Corning Corporation
South Bagnaw Roagd
Midland, Michigan 48688

| 1. IDENTIFICATION OF THE SUBSTANCE AND OF THE COMPANY

24 Hour Emergency Telephone: (959) 496-5300
Customer Servica: (989} 496-6000

Product Disposal information:  (989) 496-6315
CHEMTRED: (80014248300

MEDES No.: B1834775

Revizion Date; 2002/0800

Generic Description;  Silicone slastomer
Fhysical Form: Paste
Color: Bronze
QOdor. Acetic acid odor

NFPA Profile: Health 2 Flammabiity ¢ Instabiliy/Reactivity

MNog: NF2A = Nabonzl F re Protection Assosiation

2. OSHA HAZARDOUS COMPONENTS

GAS Number Wi S Component Name
1P6ag-77-4 10-50 Ethylriacetoxysilane
4253-34-3 1.0-5.0 Methyltiacatoxysilans

The ancve somponents a2 hazamous a3 defived i 20 CFR 19101200,

3. EFFECTS OF OVEREXPOSURE

Acute Eftects

Ey&: Direct contact may cause moderate irrifation,
Skin: May eause moderate irigation,

inhalption: rritates respiralory passages very slightly.
Oral: Low ingeslion hazard in normal use,

Erolonged/Repeated Exposure Efacts

Skin: No known applicable informatian.
inhadation: No ke applicable informatien.
Oral: No known applicatle information.,

Siqns and Svimbtorms of Cugrexposurg

Na known applicatile information.

Medical Conditions Angravated by Exnosurs
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No known applicable information.

The above ligted potential effects of overesposure are hased on achal data, resulis of studies performed upon similar
sompositions, component data and/or expert review of the product. Please refer to Section 11 for the detailed oxicology
information.

4. FIRST AlD MEASURES

Evye: Immediately flush with water for 15 minutes, Get medical aftention,

Bkir: Remave fram skin and wash thoroughly with soap and water or waterless cleanser, Get
madical attention if irritation or other il effects develop or persist,

Inkalation: Mo first ald should be needed.

Orat: Mo first aid should be needed,

Comments: Treat sccording to peraon's sondition and specifics of exposurea,

5, FIRE FIGHTING MEASURES

Flash Peoint: Not applicable.
Autedgnition Mot determined,
Temperature:

Flammability Limits in Air:  Not determined,

Extinguishing Media; On large fires use dry chemical, foam or water spray, On small fires use carbon dioxide
(CO2), dry chemical or water spray, Water can be used o cool fire exposed containars,

Fire Fighting Measures:  Self-contained breathing apparatus and protective clothing should ke worn in fighting
large fires involving chemicals. Determing the need to evacuate or isolate the area
according o your local emergenasy plan. Lise waler spray 1o keep fire exposed containers
covl,

Unusual Firg Hazards: None,

Mazardous Decomposition Products

Thermal breskdown of this product during fire or very high heat conditions may evolve the following hazardous
decarmnposition products: Silicon dioxide. Carbon oxides and traces of incompletely burned carbon compounds.
Metal oxides. Formaldehyde.
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ContainmentiClean up: Observe all personal protection equipment recommendations describad in Bactions 8
and 8. Wipe up or scrape up and contain for salvage or digposal. Clean area as
appropriale since some silicons materials, even in small quantities, may present a slip
hazard, Final cleaning may require use of steam, solvents or detergants. Dispose of

nccur. Local, state and federal laws and regulations may apply to releases and disposal
of this material, as well a8 those materials and Hems employed in the cleanup of releases,
You will nead io determine which fodersl, state and local laws and regulations sre
applicable. Bectllorns 13 and 15 of this MEDS provide inforrmation regarding cerlain
fedaral and stale requirements,

Note: See section 8 for Personal Protective Equipment for Spills. Call Dow Carning Corparation, (889) 496-5000, if
additional information is required.

7. HANDLING AND STORAGE

Lse with adequate ventifation. Avoid eye contact. Avoid skin contact.

Fnoisture,

8. EXPOSURE CONTROLS / PERSONAL PROTECTION

Component Exposure Limits

CAS Number Component Name Exposure Limits
17688778  Ethyltrizcatoxysilane Bea acetic acid commends,
4253-34-3 Methyltriacetoxysilane See acetic acid comments,

Avetic acid is formed upoen contact with watar or humid alr. Provide adeguate ventilation to control exposures
within guidelines of GSHA PEL, TWA 10 pom and ACGIH TLV: TWA 10 ppm, STEL 15 ppm.

Enginesaring Contrals

Local Ventilation: Recommended.,
General Ventilation: Recommended.

Personal Protective Eguipment for Routine Handling

Eyma; Use proper proteciion - safely glasses as a minimum,

Skin: Wash at mealtime and end of shift. Contaminated clothing and shoes should be removed
as soon &s praclical and thoroughly cleanad befors reuse. Cheemical protective gloves
are recommended.

Buitable Gloves: Gilvar Shisld(R). 4H{R),

Inhalation; No respiratory protection should be needad,

Suitabie Respirator: Mone should be nesded.
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Personal Protective Eauipment for Spitls
Eyes: Use proper profection - safely glasses as a minimum,
Skin: Wash at mealtime and end of shift. Gontaminated clothing and shoes should be remaoved

as soon as practical and thoroughly cleaned before reuse. Chemical protective gloves
are rezommeanded,

inhalation/Suitable No respiraiory protection should be needed,
Respiraton

Precadtiohary Maasures:  Awvoid eye contact. Avoid skin contact. Uise reasonable carg.

Comments: Whan heatad o temperatures above 150 degrees © in the presence of air, praduct can
farrn formaldebyde vapors. Formaldehyda is 2 potentizf cancer hazard, a known skin and
respiratory sensitizer, and an irritant to the eyes, nose, throat, skin, and digestive system.
Safe handling condifions may be maintained by keeping vapor concendrations within the
CGEMA Permiazible Exposure Limit for formaldaehyde,

Note: These pracautions ar for room tamperature handling. Use at elevatad temperature or serosol/spray applications may
require added precautions.

9, PHYSICAL AND CHEMICAL PROPERTIES

Physical Form: Paste
Color: Bronze

Gdor: Acstic acid odor

Bpecific Gravity @ 25°C: 1.032
Viscosity: Naot delermined.
Freezing/Melting Point:  Not detenmined,
Boifing Point:  Not determined.
Vapor Pregsure @ 25°C: Not deterrained.
Vapor Density.  Not determined.,
Salubility in Water: Not determined,
pH: Mot determined.
Volgtile Condent;  Not dstermined.

Note: The above information is not infended for tse in preparing product specilications, Contact Dow Corning before witing
specifications.

10, STABILITY AND REAGTIVITY

Chemical Stability: Stable.

Hazardous Hazardous polymerization will not oceur.

Palymerization:

Conditions ta Avoid; Norig,

Materials to Avoid: Oxidizing material can cause a reaction. Water, moisture, or humid air can cause

hazardous vapors o form as described in Bection 8.




DOW CORNING CORPORATION

Material Safety Data Sheet

Page; Bof 7
DOW CORNING(R) 3-7132 RTV ADHMESIVE SEALANT - BRONZE

1. TOXICOLCOGICAL INEORMATION

Special Hazard Information on Camponents

No known applicable information.

12, ECOLOGICAL INFORMATION

Envirgnimental Fate and Distribution

Completa infarmation is not yet avallable.
Environmental Effects
Complete information is not yet availablae,
Fate and Effects in Waste Water Treatment Plants
Cormplete informstion is not yet available.

Ecotoxioity Classification Criteria

Hazard Parameters (LCED or ECS0) High Medium Low
Acute Aguatic Toxicity (img/l) <= =1 and <=100Q =100
Acute Terrestrial Toxicity <o 00 > 100 and <= 2000 = 2000
Thiz tahle s adapted from "Environsmantal Toxicology and Risk Assessmont”, ASTM 8TF 1178, p.34, 1003

This iabie can bs ussd to classify the sontexicily of this product whan soctoxicity deta is listed above, Meass read the other infarmation presented
in d section conodrning ibe overall soologiosl safety of this material.

13. DISPOSAL CONSIDERATIONS

RCRA Hazard Class (40 CFR 261)

Whan & decizion is made {o discard this matesial, 83 receivad, 5 it classified 25 & hazardous waste? Mo

State or local laws may impose additional regulalory requirements regarding disposal,

Call Dow Corning Corporate Environmeniat Management, {989} 496-63715, if additional irdformation is required.

14, TRANSPORT INFORMATION

DOT Road Shipment Information (49 CFR 172.101)

Not subject 1 DOT.

Qcean Shipment (IMDG)
Mot subject to IMDG code.

Air Shipment (IATA}
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Not subject to JATA regulations,

Calt Dow Corning Transportation, (989) 496-8577, if additional information is required.

15, REGULATORY INFORMATION

Cornterts of this MSDS comply with the OSHA Hazard Communication Standard 29 CFR 1910.1200.

TSCA Status: All chamiva] substances in this materal are included on or exempted from ligting on the TSCA
Irventory of Chamical Substances,

EFA SARA Title Il Chermdent Listings
Bection 302 Extremely Hazardous Substances.
Nane.
Hection 304 CERCLA Hazardous Substances:
None.
Bection 312 Hazard Clasgs:
Acute: Yes
Chronic; No
Firg: Ko
Frassure: No
Reactive: No
Section 313 Taxie Chemicals:

None present or none present in regqulated quantitiss,

Supplemental State Compliance Information

California

Warning: This product contains the following chemical(s) listed by the State of California under the Safe Drinking

Water and Toxic Enforcement Act of 1986 (Proposition 69) as being knowr to cause cancer, birth defects or other
reproguciive harm.

Mere known.

Massachusetts

A% Number AW Component Name

7631-86-9  10.0-30.0 Silica, amorphous

New Jersey

CAS Number W o Companent Name
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70131-67-8 =600 Dimethyl siloxane, hydroxy-terminated
7831-86-8  10.0-30.0 Gilice, amorphous
4253-34-3 10-58.0 Methyliriacetoxysilane

17688-77-9 10«80  Ethyltriacetoxysilang

63148629 1.8-50  Polydimethylsiloxane

Pennsylvania
CAE Number W % Companerd Name
TO131-67-8 =600 Dimethyl siloxane, hydroxy-tarminated
7631-86-2  100-30.0 Silica, amorphous

16. OTHER INFORMATION

Prepared by: Dow Corning Corporation

These data are offered in good faith as typical values and not as product specifications. No warmanty, gither
expressed or implied, is hereby made. The recommended industrial hyglene and safe handling procedures are
believed 1o be generally applicable. However, each user should review these recommendations in the specific
context of the intended use and determine whether they are appropriate,

{R} indicates Registerad Trademark




